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SUMMARY

Flight tesh were made of jive di$erent lateral control

deviee8 that appeared aduptuble to wing8 jitted with fuU-

span $aps: Controllable auxiliury ai@i14 (ai@iL8

mounted above and forward of the leading edge of the

wing8), atermd aileroru (airf0i14 mounted above the
wing and 81ightly forward of ii% maximum ordinuie),

upper-eurface ai?.erona (timilar to vplit traiJim@ge

flap8 except that they conatihde the upper 8wrface of the
wing), ailerorw thut retract inio the wing wlim in neuira.!,
and nurrmo-chord Conventional aikrm in combination

&h a 8pecid type of 8p1ti jf.ap that re4ra.ct8 inlo the
und.w 8urface of the wing forward of the ailawna. The
device8 were teded on a small parmol monoplane.

Only the retractable ailerou and the n.mmuwhord
ailerorw in combinai%n with the qw%d eplit jlap were

found to be sdkfactoy. Xl-9 absence of appreciable
aerodynamic hinge momds of the retractable ailerorw

was ammlilwed to be 8omewti objectimuzble M thti

characterbtic can probably be remedied by a slight

mod$cation. The external ai!erone were umattifactory
in the normal-$ighi range bewme of an irregular variu-

tion of their hinge nwments with d@ection and a relu-

twely weak rolling actiun. Thae ail-erwm are believed

to warrant further development, however, because thq

retain their e$ectwen@8 above the 8td. % contro/&zbk

auxiliary atlfoih hud lug w weil w auxx-ive hinge

moments and hence appear to warrant no further develop-

ment. The upper surface ai?ermw had acemive hinge
monwnt8 but were. otherwit?e 8aii8factoi71.

hkp.9%VW8 @ned h the U8eOffip8 during tht%e t&8

has indicuted t?w dtwirability of a$ap thut can be operated

quickly ano? easily.

INTRODUCI’ION

The National Advisory CLxn.mitteefor Aerommties
is conducting an investigation in wind tunnels and in
flight for the purpose of improving the lateral control
of airplanes. In the wind-tunnel investi@ion, the
results of which are reported in reference 1, a compari-
son has been made of various lw%ral control devices
with particular reference to conditions at high angles
of attack where conventional ailerons were known to
give unsntisfnctory control. The iirst series of flight

tests (reference 2) weremade to check the wind-tunnel
data on several of the more promising devices.

In connection with the split flap, which is now
coming into generil use as a means of decreasing the
landing speed and increasing the gliding angle at
landing, it has been shown (reference 3) that by the
present practice of installing the flap over only the
section of wing between conventional ailerons, the
full potential value of the flap is not realized. An
appreciable reduction in the minimum flying speed of
the airplane would be obtained if the conventional
ailerons were replaced by some lateral control device
permitting the use of n full-span flap. Mr. Zaparkaj
by employing external ailerons above the rear of the
w_@, hm heady demonstrated one means of accom-
plishing lateral control with full-span flaps. During
the wind-tunnel tests of reference 1, several other
control deviees that were adaptable to wingw with
a full-span flap were tried. Of these the controllable
auxiliary airfoil (@. 1 (a)), the exta.rnalaileronmounted
above the wing near the mtium ordinate (refer-
enee 1, pt. XIII) (fig. 1 (b)), and the upper-surface
aileron (reference 1, pt. XII) (@.1 (c)) showed suflieient
promise to warrant testing them in flight. The present
paper deals with the results of flight tests of these
lateral control systems. In addition, there are also
reported tests of two lateral control systems intended
primarily to replace the conventional aileron oontrol
system and permit the installation of full-span flaps;
they were not expected to give control above the
stalling angle. One of these control systems consisted
of retractable ailerons (@. 1 (d)) similar in form to the
retractable spoilers of reference 2 but situaiwdnear the
trailing edge of the wing to aot somewhat in the manner
of the upper-surface ailerons. The other com&ed of
a combination of very narrow-chord conventional
flap-type ailerons and a special type of split flap
(&. 2) that retrackd forward of the ailerons similar in
manner to the movement of the Zap flap. The motion

of the flap was so arranged that in no position did the
flap interfere with the operation of the ailerons.

The flight tests were made in two parts. The first
part consisted of tests, similax to those in reference 2,
in which the pilots recorded their impressions of the
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effactiveness of each lateral control device in a series
of standard maneuvers. The completeness with
which these tests were made depended on the findings
on the first flight. The second part of the tests were
made only with the retractable ailerons and the com-
bination of narrow+hord tierons and special flap, the
only control systems found to warrant additional
teMs. In the more complete tests, instrument measure-
ments were made of the lag charactaistics and ctf the
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rolling and yawing action of the control devices.
These values were compared with similar results ob-
tained with the standard ailerons of the Fairchild 22
airplane, the airplane on which the various lateral
control devices were mounted for the tests.

APPARATUS

The investigation was conducted with 2 Fairchild
22 airplanes and 3 wings for these airplanes, the stand-

.-
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ard wing and 2 special & incorporating full-spt-tn
flaps and the special control- d&iccs. The l?airchild
22 is a small light parasol monoplane show-n in the
photograph in figure 3 and by n three-view diagram in
figure 4. The standard wing and control system for
the airplane are shown in figure 5. The wing has nn
N–22 airfoil section, circ@r tips, and an area of 172
square feet. It is installed on the airplane with an
angle of wing setting of 1° and tt dihedral angle of
X“. The ~b~mced derom have a chord of 18
percent of the wing chord and are practically full
span (83 percent 6/2), extending from just inboard of
the circular tips to the center-section cut-out of the
trailing edge. They are operated with a differential
motion having an up deflection of 19° and a down
deflection of 8°.

One special wing (fig. 1),was of the same section and
approximately the same lay-out as the standard wing
with the exception that this wing was constructed
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mumw mnvantlonalailerons.

with square tips more closely to appro.simntethe model
used in the wind-tunnel tests of reference 1. Ita area
was 161 square feet. The wing was installed on the
airplane with the same angle of wing setting as the
standard wing but with 30 dihedral. It Tas equipped
with plain split flaps (fig. 1) extending from the tips
to the center-section cut-out (9o percent 6/2). Their
chord was 20 percent of the wing chord and their
maximum deflection 60°. Originally three independ-
ent lateral control systems were incorporated in the
wing: The controllable auxiliary airfoils, the external
ailerons, and the upper-surface ailarons. During the
course of the investigation the wing was modiiied and
the retractable ailerons were added.

The controllable auxiliary airfoils (fig. 1 (a)) were of
the N. A. C. A. 22 section and were installed with their
trailing edgca, when neutral, 15.2 percent c (where c
is the chord of the main wing) forward, of the leading
uige of the wing and 13.6 percent c above the chord of
the wing. ‘In the neutral position their chord lines
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were parallel to that of the wing. Each airfoil had a

chord of 15.2 percent c and extended over the semispsn
of the wing. This arrangement was found in reference
4 to give the greatest increase in performance; conse-
quently, in the present installation the airfoils func-
tioned as a high-lift as well as a lateral control device.
For the purpose of lataral control the airfoils were
hinged at a point 3.5percent of their chord back of their
leading edge and 2.8 percent of their chord below their
chord line. The operating mechanism was so arranged
that the right airfoil rotated traihg edge down
through an angle of 45° when the control column was
moved to the right, while the left airfoil remained
stationary. For a left movement of the control
column, only the left airfoil was moved.

The external ailerons (fig. 1 (b)) were symmetrical
airfoils having the N. A. C. A. 0012 section. Their
hinge ams were located 10 percent c aft of the leading
edge and 20.8 percent c above the chord of the wing.
Each aileron was located with its leading edge 20 per-
cent of the aileron chord ahead and its chord line 11.2
percent of the aileron chord above the aileron hinge
axis. The ailerons extended 55.5 percent b/2 inboard
of the wing tips and had rLchord of 15.2 percent of the
wing chord. When neutral the aileron chord was
pmallel to the main wing chord. As with the control-
lable rmxiliary airfoils, the control mechanism was
arranged to operate only one aileron at a time.
Through an adjustment of the linkage, the ailerons
could be given either a rotation of trsil+g edge up
46° or trailing edge down 46°.

The upper-surface ailerons (fig. 1 (c)) had spans 55.5
percent b/2 and chords 18.2 percent c. They were
operated up-only with a maximum deflection of 40”.
As the upper-surface ailerons most nearly approached
the conventional ailerons, means were provided where-
by these could be operated as a safety device through
cm independent control system with an auxiliary
control stick during the preliminary flights of the
controllable auxiliary airfoils and the external ailerons.

The retractable ailerons (fig. 1 (d)) were developed
during the tests to replace the upper+urfaca ailerons
when it became apparent that the latter were unsatis-
factory because of the high operating forces required.
Each aileron consists of a curved plate normally
enclosed in tho wing with its upper edge flush with the
upper surface of the wing. For control the aileron on
the wing that is to be depressed is rotated out of the
wing about an axis coincident with the center of cur-
vature of the plate. As the principal aerodynamic
forces on the plate act normal to the surface, the
aerodynrnnic hinge moment is negligible. The ditEer-
ence between the retractable ailerons and the retiacti-
ble spoilers of reference 2 is in their location on the
wing surface, the retractable ailerons being located
on the after part of the wing in a position approxi-
mating that for the hinge line of the upper+urkce

ailerons; whereas the retractable spoilers are locnted
ahead of the maximum ordinate of the wing.

The hinge axis of the retractable ailerons was 65
percent c aft of the leading edge and 18.4 percent c
above the chord of the wing. The slots through which
the ailerons projected were located 76.5 percent c aft
of the lading edge of the wing. The over-all span of
each aileron was 50 percent b/2. Because of inter-
ference with a principal structural member, each aile-
ron was made in two sections. At full deflection the
ailerons projected 12 percent c above the surface of
the wing. For reasons which will be discussed later,
these ailerons were operatid with an extreme differ-
ential motion instead of up-only, despite the fact that
the motion of the down-going aileron was entirely
within the wing.

The second special wing (fig. 2) had the same plan
form as the standard wing but had the N. A. C. A.
2412 airfoil section. This wing was installed on the
airplane with a dihedral ~~le of ~“ and an angle of
wing setting of 4%”, an anglewhich gave the same angle
of thrust line for zero lift as did the standard wing.
The features of this wing were a special flap having a
span of 78.9 percent of the wing span and a chord of
20 percent of the wing cnord, which when fully deflected
was in the sameposition relative to the wing as the plain
split flap on the fit special wing. This flap, however,
retracted upward and forward into the wing in a manner
similarto that used in the Zap flap so that it would not
interfere with the operation of a very narrow-chord
aileron of the conventional flap type. The aileron had
the same span as the standard aileron but a chord of
only 13.6 percent of the’wing chord. In order to com-
pensate for its smallerchord the aileronwas given larger
deflections (up 26° and down 14°) than the standard
ailerons.

TESTS

In accordance with established practice followed
with new types of lateral control systems, all the
devices reported in this paper were tried out in the
full-scale wind tunnel before they were used in flight
tests. The wind-tunnel runs are made to eliminate
some of the danger of the prelimin~ flights by giving
the pilots an opportunity to become somewhat familiar
with the operating clm.racteristicsof the different con-
trol systems at an air speed corresponding to the speed
of @ht. Usually no measurements are made and the
results of the tests are not reported. In the present
case, however, note is made of the tunnel work because
tests were made while the airplane was in the tunnel
to obtain an indication of the lag characteristics of the
&ntrol systems in which the control surfaces were
mounted on the forward portion of the wing. The
resuha of these teatsare included with the &aht results.

The flight-test work consisted of preliminary &~hti
to uncover any radical di.fbrences in the operation of
the various control systems from that of conventional
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ailerons, of observation i3ighta in which the pilots
observed t@e control action for a series of standard
maneuvers, and of instrument flights during which
the lag nnd the rolling and yawing action were meas-
ured. The extent tQ which the tests were completed
with each control system depended on the ihlings
of the preliminary flights. Thus, only the preliminary
flights were made with the controllable auxiliary air-
foils and external ailerons with down-only motion;
whereas the complete series of tests was carried out
on the retractable ailerons and the very narrow-chord
ailerons. For purposes of comparison, the testi were
also conducted with the standard wing and ailerons
for the Fairchild 22 airplane.

The testsin which the results depended on the pilot’s
observations alone were performed independently by
two pilots. In these tests the airplanewas put through
a standard seriesof maneuvers designed to show quali-
tatively the effectiveness of each device in producing
lateral control and its effect on the stability of the
airplane, the pilots making notes at the time of the
tests on special forms provided for the purpose.

For the instrument flights, 2 angular velocity re-
corders (1 ta record the rolling action and 1 the yawing
action), an instrument to record the lateral position
of the ccntrol column, an air-speed recorder, and a
timer were installed in the airplane. The procedure
followed in the tests was to record the motion of the
airplane for a short period immediately following an
abrupt right duphmement of the control column from
neutral during steady gliding flight. In order tc deter-
mine whether or not tbe control action of the devicw
tested was approximately proportional to the control
displacement and whether or not comparisons could
be made on the basis of the action at full deflection,
a series of runs was tit made at a constant air speed
in which tbe control action for several intermediate
stick deflections as well as for full deflection were
recorded. The control action for full deflection was
then measured at several air speeds covering the lower
portion of the speed range where most diiliculty is met
in obtaining satisfactory lateral control.

RESULTS

Reduction of instrument data,—Lag in tho control
action was determined as the time between the initial
movement of the control column and the start of the
rolling action in the desired direction. The lag for
the retractable aileronsmay be noted in figure 6, which
gives sample time histories of the rolling -velocity for
the different devices and shows the general character
of the response obtained with each device at a speed
slightly above the stalling speed for the given wing
arrangement. Because of the different air speeds of
the teats and the ditTerentmoments of inertia of the
wings used, no direct comparisons should be made
between the curves of the figure.

An inspection was made of the record of the yawing
velocity to determine the sign of the yawing action
relative to the Z body axis.

The record of the rolling velocity was ii-at graphi-
cally differentiated to determine the maximum angular
acceleration in roll. As the records showed that the
airplane acquired an appreciable rolling veloci~ while
the lateral control surface was being fully deflected, it
was apparent that the moment which could be com-
pufid directly from this acceleration would not corre-
spond to the moments obtained from wind-tunnel tests
where the model is held rigidly and not permitted to
roll. In m attempt to make the flight data compara-
ble with wind-tunnel data, the acceleration was cor-
rected to zero rate of roll. In order to make this
correction, the maximum angular velocity and the
angular velocity at the instant of maximum angular
~cceleration were then determbmxl. The assumption
was made that the resultant rolling moment is com-
posed of a moment resulting from the control deflec-
tion independent of the rate of roll and a damping
moment varying directly with the rate of roll and that
at the maximum rate of roll these two moments are of
equal magnitude. On this basis the approximate
acceleration for zero rate of roll was then found by
m&ms of the equation

(%)O=(%)JP.?2PJ
dp()‘Vherez ,is the acceleration that would be induced

by the lateral control device at zero
rate of roll.

‘dp
()z ,. ~the maximum acceleration recorded.

p& the mtium roll@g velocity.

p,,2 the roll@ velocity at time of maximum

accelmation.

For the devices tested tie information thus obtained
is given as a function of the air speed nt the time of the
control deflection. (See figs. 7 to 9.) Rolling-mo-
ment coefficients were computed by the formula

dp
()@ *

where A is the moment of inertia about the X body
axis and, for the airplane with the standard ailerons
installed, is 696 slug feet*, for the retractable ailerons
1,294 slug feet’, and for the narrow ailerons 1,061 slug
feet? The rolling-moment coefficients are plotted in
figure 10 as a function of the lift cocfEcient. The lift
coefficient was computed by the equation

(7==!$
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spectively. The rolling criterion ~~ i9 shown in

figure 11.
Desirable characteristics of a lateral control sys-

tem.—h the charactitics of each lateral control
system in the present tests have been considered rela-

tive to the desirable characteristics of a lateral control
system as discmsed in reference 2, the following r6sum6
of that discussionhas been inserted in this paper.

There should be no lag in the rolling action of a lateral
control systim; that is, there should be no apparent
time lapse between the control-surface movement and
the start of the rolling motion in the desired direction.
The rolling action should also be proportional to the
movement of the control stick. The rolling moment,
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me of the two elements constituting the rolling t-tction,
should be as large as possible. It is limited only by
structural considerations and the possible discomfort
that the acceleration produced by it may cause the
m.cupants of the airplane. The maximum rolling
velocity, the other element of the rolling action, should
&o be large, but with this characteristic there is
apparently an upper useful limit which the pilots are
lot likely to exceed even if l&her rates of roll are a.vail-
~ble.
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The ymving action should be zero but small yarning
moments of either sign cnuse no appreciable diiiiculty
in the normal-flight range. Beyond the stall, however,
it is better that the yawing action be positive rather
thrmnegative.

The stick force should be as light as possible con-
sistent with the feel of a definite neutral point nnd a
progressive increase of force as the stick is displnced
from neutral.

Standard ailerons.-The stnndard ailerons are con-
sidered by thepilots to be representativeof conventional
lateral control systems. The pilots reported that the
ailerons were light in operation and gave immediate
response and good rolling action up to the stnll. At
rmglosof attack above the stall, however, the ailerons
were found to be unsatisfncto~. When the ailerons
wero applied in this range, the airplane,n@ht or n@ht
not roll in the desired direction nnd tho ailerons would
not reverse a stalled turn after it was once started.
The yawing action was negative and fairly large.
Below the stall the adverse yaw, although apparent,
caused no grent annoyance, at least to experienced
pilots. Above the stall, however, it probably accounted
for the l~ck of ability to reverse stalled turns.

Tho pilots’ observations concerning the lag and
ymving action were substantiated by the instrument
momurementi. A control movement caused immedi-
ate responso in roll @g. 6). The recorded yawing
action nbout the body axis was negative; therefore, it
must have been negative about the wind axis.

The rolling-moment coefficient for these ailerons w%
found to be practically constant over the speed range
tested and had an average value of approximately
0.032. As a result the rolling criterion (fig. 11) fell
off rapidly with increasing lift coefficient from a value
of 0,062 at rLlift coefficient of 0.30 to 0.02 at the stall.
The maximum rate of roll (fig. 7) obtained with the
ailerons varied almost linearly with speed from 0.55
radian per second at 136 feet per second to 0.28 radian
per second at 76 ieet per second.

Controllable auxiliary airfoils,-The tests in the full-
scale tunnel indicated that the controllable auxiliary
mirfoilswould probably have lag and that the stick
forces required to operate them would be excessive.
In flight the pilot found it nearly impossible to move the
control stick from neutral even at low speeds beoause of
the l@h stick forces. No check could therefore be
made on the lag. As the tests with other control
systems hnve shown that the conclusions drawn from
the full-scale tunnel tests regarding lag were reliable,
no attempt was made to improve the stick foroes by
relocating the hinge axis. This control system was
discnrded after the preliminary ilights.

External ailerons,-The tests in the full-scale wind
tunnel had indicated that with the down-only move-

‘7MM0-3*1S

Dent the external nilerons would have lag. Flight
bestswere carried only to the point where the lag was
!ound to be present.

The only instrument tests made with the external
flerons with up-only movement were those to show
the general charactir of the response to control dis-
placement and to prove that the system had no lag.
The rolling aotion was observed by the pilots to be
weak at all speeds and practically constant throughout
the flight range. In this respect the action differed
born that for normal ailerons for which the rolling
wtion increaseswith airspeed. Neither was the rolling
~ction proportional to the stick deflection. The con-
trols gave only a very slight response until approxi-
mately hnlf of the full deflection was attnined. The
yawing action was slightly positive and the control
system did give a fair amount of control beyond the
stall. The principal objection to the control system
was the stick force required, which was very heavy and
not proportional to the deflection. The force was high
for the initial movement of the stick and inorensed
with deflection through the tit half of the range.
With further deflection the stick force deoreased
noticeably over n portion of the range but increased
again as full deflection was approached.

Modhications consisting of shifting the hinge axis
of these ailerons fit to their 22X percent chord point
and then to their 25 percent chord point were tried in
an attempt to improve the stick force. These changes
did not afTectthe rolling and yawing action sufficiently
to be notioed by the pilots. The stiok force, however,
was reduced but the manner in which the force varied
with deflection was not changed. At the rearmost
position of the hinge axis, the average stick force was
still quite heavy, but at the point where the stick force
was lowest, just beyond the one-half deflection point,
the force became approximately zero. Further rear-
ward positions of the axis were not tried because of the
probability of overbalance at this deflection. As the
lateral oontrol with the external nileronswas not satis-
factory with flaps up, no tests were made with the
flaps down.

Upper-surface ailerons.-With the upper-surface
ailerons the control characteristics with the exception
of the hinge moment were much the same as with the
normal ailerons. The rolling action was satisfactory
with flaps either up or down, up to but not beyond the
stall. The yawing action was slightly adverse with
flaps up nnd deilnitely adverse with flaps down. It
seems peculiar that changing the form of a wing tip
by raising the aileron should reduce the drag on that
side of the wing but this find.@ is in agreement with
the results of the wind-tunnel tests on the upper-
surface nileron. Evidently the induced drag is reduced
by a greater amount than the profile drag is increased.
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The stick forces were excessive with” the upper-
surfrweailerons. It was impossible fully to deflect the
controls at any but low speeds. In an attempt to
improve the control action so as to obtain a better
indication of the control effectiveness from the pilots’
standpoint, a mechanical balance was applied to the
control system. The balance, which was unsuitable
for permanent use, consisted of springa that applied an
increasingly grenter moment against the aerodynamic
moment as the control was deflected horn the neutral
position. On the ground with the weight of the up
aileron acting against the balance, a 10-pound pull on
the control column was required to return the aileron
tQ neutral horn the fully deflected position. Some
indication of the magnitude of the aerodynamic forces
acting on the control system in the normal-flight range
can be obtained from the fact that at an sir speed of
25 miles per hour during the”taxi run the air forces
were suilicient to return the up aileron i% neutral
against the spring system. With the exception of stick
forces, the control was apparently satidactory and, as
the result of a study made to reduce the stick forces,
the retractable ailerons were developed.

Retractable ailerons.-The retractable ailerons, as
expected, had about the same characteristics as the
upper-surface ailerons with the exception of the re-
quired stick force. The pilots considered the rolling
action slightly improved and noted that with flaps up
the yawing action was approximately zero. With
flaps down, however, the yawing action was negative,
although less than for the upper-surface ailerons. The
required control-stick force was the same in the air as
on the ground, the only appreciable hinge moment
being that resulting from the weight of the control
surfaces. The stick forces for this control system were
considered by the pilots to represent the opposite
extreme horn those for the controllable auxiliary air-
foils. The stick was so light as to have no “feel”, par-
ticularly near neutral where the mechanical advantage
for the two control surfaces TVa9approximately equal
and their weight moments tended to balance. No lag
in the rolling action was noticed by the pilots. Except
for the stick-force characteristiea the pilots considered
the retractable ailerons to be better than the standard
ailerons.

The instrument records (see fig. 6) showed the re-
tractable ailerons to have a lag of about 0.10 second.
Apparently this amount of lag is not noticeable to the
pilots. The maximum accelerations obtained with the
retractable ailerons with flaps up were slightly less
than with the standard ailerons at comparable speeds.
The maximum angular velocities, however, were much
higher, in the order of one and one-half times as great.
These apparently contradictory results are explained
by n greater moment of inertia for the wing in which
the retractable ailerons were installed, the etkt of the
greater moment of inertia being to decrease the rmgnlar

acceleration for a given rolling moment without chang-
ing the maximum angular velocity, The rolling-
moment coefficients and rolling criterions were actually
greater with the retractable ailerons by amounts
corresponding to the greater maximum angular
velocities

Both the rolling velocity and acceleration were in-
creased at a given & speed by lowering the flaps.
A fairly high value of the rolling-moment coefficient
(0.060) was maintained up to the stall of the airplane
with the flaps down, although the maximum acceler-
ation at the stall was less with the flaps down than up,
because of the lower speeds with the flaps down. The
rolling criterion, which is dependent on the rolling-
moment coefficient, was greater with the flaps down
at the same values of the lift coefficient.

The records of,yawing action indicated that with the
flaps up the retractable ailerons had a positive yawing
momant and with flaps down, zero ymvi.ng moment,
The records may, at first, appear to be in disagreement
with the pilots’ reports that the ynsving action was
zero with flaps up and negative with flaps down but
this seeming disagreement can be readily explained
from the fact that the instrumentsrecorded the yawing
action about the body Z axes; whereas the pilots
observe the action about an axis more nearly in line
with ,the wind Z axis (reference 2). Evidently in the
present case the resultant rotation with the flnps up
took place about the wind X axis and consequently
had no component about the wind Z axes although a
positive one about the body Z axes. With the flaps
down the resultant rotation TVnaabout the body X
axis and had a negative componant about the wind Z
axes, which the pilots observed.

Narrow-ohord ailerons.-According to wind-tunnel
tests, the narrow-chord ailerons should have given
approximately the same control characteristics as the
standard ailerons, the smallerchord being compenmted
for by the greater deflections. The pilots’ obmrvations
indicatid that such was the case. As with other
--edge controls, the narrow-chord ailerons were
unsatisfactory above the stall. These ailerons, as
expected, gave adverse yaw both with flaps up and
down. The stick forces were the most satisfactory
Df all the control systems tested. They wore lighter
tian the normal ailerons but sufficiently heovior thnn
the retractable ailerons to give the desired feel to the
Aick.

The instrument records indicated that the rolling
~ction was a little better than that for the stm dard
wing. The maximum rolhg velocity was slightly
greaterbut was less than with the retmctnble ailerons.
I’he rolling-moment coef6cients and the rolling crite-
rionsalso were somewhat greater than for the stnndnrd
derons, although less than for the retractable. The
:ecords indicated that the adverse yaw was smaller
withthe flaps down than up. The yawing action with
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the flaps down was, in fact, comparable with that for
the retractable ailerons with flaps down.

DISCUSSION

Although with the present installation it was impos-
0 sible to determine the rolling and yawing action of

controllable auxikuy airfoils because of the high
stick forces required to move the airfoils, the auxiliary
airfoils appear to offer very little promise for dcmelop-
mont into a satisfactmy combination high-lift and
lateral control device. The hinge moments might have
been reduced and a satisfactory value obtained by
relocating the airfoil hinge axis as was done with the
extmnal ailerons,but this procedure did not seem desir-
nble in view of the lag exhibited by the control sys-
tem, The occurrence of the lag is a seriousmatter and
in this case is probably greater than that obtained with
a plain spoiler control because the airfoils are rotated
in a direction to increase the lift on themselves while
spoiling the flow over the main wing. The possibility
of rotating the airfoils in the opposite direction has
been considered, but the teds of reference 1, part X,
show that adequate control is not likely to be obtained
throughout the completi flying range if the airfoils
are rotated trailing edge up..

The exkernal ailerons with down-only movement
similar to the controllable auxiliary airfoils are likely
not to be susceptible to further development because
of lag. With up-only movement, however, they have
chance of development, particularly in view of the
fact that they gave a fair degree of control beyond the
stalling arqgle. There is also the likelihood, as shown
by reference 1, part XIJl, that they increase the lateral
stability of the airplane at the higher ang-lesof attack,
rdthough this increase was not noted during the flight
tests. Several lines of development might be followed.
It might be possible tc find an airfoil section whose
centar+f-pressure characteristics axe more adaptable
to use as external ailerons than the N. A. C. A. 0012
section now employed, and by thismeans a linear varia-
tion of h@ge moment with deflection might be ob-
tained. The problem of obtaining moments of rmson-
able magnitudo would then simply be one of correctly
locating the hinge axis. The external ailerons in the
present installation are set when in neutral at the angle
found to give the greatest lift. Consequently a move-
ment of an aileron in either direction decreases the
lift on that wing and it is therefore necessary that only
one ailercn be operated at a time. Were the neutral
angle chosen to give less than the maximum lift possi-
ble, the ailerons could be operated through a normal
differential linkage and the hinge moments would
probably be improved.

The problem of obtaining satisfactory stick form
for lateral control systems in which the control surface
on only one wing is moved at a time, such as the con-
trollable auxiliary airfoils, the external ailerons, and

the upper-surface ailerons, is always likely to
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be more
dif%cultthan for conventional ailerons. In the case of
conventional ailerons, the surfaces on the opposite
wings are interconnected and hinge momenti of the
same sign and magnitude balance. Consequently, at
the neutral position the sign and magnitude of the
hinge moments of the individual ailerons are of no
significance, except possibly where the span loading is
unsymme@ical as during a sideslip. It is only required . .
that the change of moment when the ailerons are
deflected be of small magnitude and that the sign of
the change be such as to return the control stick to
neutral. Where only one control surface is moved at a
time, however, the surfaces cannot be interconnected
and the sign and magnitude of the hinge moments of
the individual surfaces become of considerable im-
portance aa the entire moment of one surface is trans-
mitted to the stick as soon as the stick is moved from
neutral. Another important point in regard to control
devices of this type is that when the control column is
carried through neutral in. a continuous motion, as
when reversing a bank, the inertia loads set up by
stopping one surface and setting the other in motion
are tmmsmitted through the stick and are a source of
considerable annoyame to the pilot.

Of the lateral control devices originally tested the
upper-surface ailerons appeared to offer the greatest
promise of being developed into a satisfactory control
system, as they had about the same characteristics as
conventional aileronswith the exception of the required
stick force. The retractable ailerons were developed
from the upper-surface ailerons through an attempt to
obtain the same rolling and yawing action with de-
creased stick forces. In effect, the upper-surface
ailerons are flap-type spoilem located at the trailing
edge of the wing instead of ahead of the maximum
ordinate as is usual with spoilers. Experience has
indicated that flap-type spoilers are interchangeable
with retractable spoilers as far as the rolling and ya,w-
ing actions are involved, and that retractable spoilers
have very low hinge moments (reference 2). The re-
tractable aileroJMare, in effect, retractable spoilers and
were therefore substituted for the upper-surface
ailerons. In the actual installation it was necessary
to install the retractable ailerons slightly ahead of the
upper-surface ailerons to obtain Suf6cient internal
space into which to retract the ailerons. As a result
the retractable ailerons had one-tenth second lag;
whereas the upper-surface ailerons had none. The
fact that the pilots did not notice this lag indicates
that it is not absolutely necessm-ythat the lag be zero,
as was previously thought. On the other hand, the
lag should not be much over on~t+mth second as the
tests of reference 2 have already shown that a lag of
only one-quarter secondisvery objectionable. Mechan-
ically, the difficulty of having the inertia loads of th~
surfaces reacting through the stick when the control

.
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stick is carried through neutral was alleviated by using
a differential movement with the retractable ailerons,
one aileron retracting into the wing as the other moves
out from the wing surface.

As previously mentioned, the only characteristics of
the retractable ailerons to which the pilots reacted
unfavorably were the very light stick forces and the
lack of control feel. The principal aerodynamic
forcas on the ailerons are normal to their surfaces and
consequently the resultant force passw through the
center of curvature. As the hinge axis was made
coincident with the center of curvature in the present
installation to keep the size of the slot required in the
wing surface to a minimum, the ailerons produced
practically no aerodynamic moment. Only the mo-
ment remdting from the weight of the surf- could
be felt when moving the control stick. Consequently,
the control feel was independent of air speed and, in
fact, was the same in flight as on the ground. Two
means of introducing aerodynamic hinge moments
that will vary with deflection and thus improve the
aerodynamic feel of the device have been suggested.
One is to offset the hinge axis fkom the center of curva-
ture so that the resultant force will pass above the
hinge. The other is to utilize a wind vme either at-
tached or rmsiliaryto the control surface. Both these
methods require development. The use of a hinge axis
not coincident with the center of curvature of the plate
necessitates a wider slot in the wing. The minimum
offset of the hinge axis should be determined so that
the narrowest slot can be used. The shape, size, and
disposition of the wind vane should also be investi-
gated.

Quite aside fiam their control action, the retractable
ailerons have several disadvantages. The external
hinge must add an appreciable amount to the wing
drag. The slot in the wing surface may also contibute
to the drag, although the slot is possibly so far aft on
the wing surface as to be in a region of turbulent flow
and not appreciably afTect the drag. The possibility
of eliminating the external hinges by open-ding the
aileronson a track, m is conventional with leading-edge
slots, was considered. With the ailerons of the chord
used in the present installation this arrangementwould
be difiicult, space not being available for the necessary
guides. It maybe possible, however, in other installa-
tions with ailerons of greater span and less chord to
use some such operating system. The structural
problems arising from the slotted wing surface are not
serious. It is necessary to weatherproof the compart-
ments into which the ailerons retract. The trailing
edge of the wing in the present installation is supported
on a false spar mounted between the flap-hinge
brackets. The retractable ailerons have the advan-

tage of being adaptable for use with any type of full-
span flap.

The narrow-ohord ailerons proved to be the most
satisfactory lateral control tested for use with full-span
flaps and require no further development. The flap
for use with them, however, must be adapted to the
purpose. It should be appreciated that the narrow-
ness of the chord has to be compensated for by greatm
deflections. In general, the maximum rolling moment
that can be obtained with the aileron set at rmy
angle decreases with the aileron chord. Thus the
adaptability of the lateral control system is limited by
the amount of aileron control required, the size of the
aileron being limited to the area aft of the flap.

A check of the f@ht data on rolling-moment coeffi-
cients for the different control devices against data on
corresponding control arrangements given in reference
1 indicates that correcting the flight data to zero rate
of roll does not eliminate all the differences between
the flight tmdwind-tunnel test conditions and that the
data from the two types of tests are not comparable,
The flight tests give lower rolling-moment coefficients
than do the tunnel tests. The rolling criterion is, of
course, affected in the same reamer w the rolling-
moment coeilicient. Consequently, although the dcsir-
ablo value of the rolling criterion, 0.075, used in refer-
ence 1 may be satisfactory for wind-tunnel work, it
probably should be revised downward when flight data
are considered. The control with the three devices
twted was considered satisfactory within the range of
the instrument tests although, with the standard
ailerons, the rolling criterion had a value as low as
0.020 at slow speed.

From the experience gained with flaps during the
tests, some points concerning their operation have
been noted. Extended, both flaps were aerodynami-
cally the same, the principal difference between them
being in the mechanism to retract them and the mrm-
ner in which they were retractad. No tests were made
in flight to obtain the aerodynamic characteristics of
the flaps, the plain split flap hawing already been
tested on the airplane in the full-scale tunnel. (See
reference 5.) Neither flap installation was entirely
satisfactory in flight because of the high operating
forces required and the resulting length of time re-
quired to extend or retract them. A condition of
apparent general instability at low speeds w-as also
noted with the flaps down for which no satisfactory
explanation can be given at this time.

Experience with these flaps having indicated the ne-
cessity for the development of a quickly operated flap,
such a development has been started. A balanced split
flapwith loti hinge moments is now undergoing flight
tests in combination with the retractable ailerons,
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CONCLUSIONS

1. The controllable auxiliary airfoils were unsds-
factory as a means of obtaining lateral control and,
because of their lag characteristics, offer little promise
of development.

2. The external ailerons with down-only movement
were also unsatisfactory because of their lag. With
up-only movement they were the only device tcwted
that gave any control above the stall. In the normal.
flight range, however, they are in need of further
development because of the relatively poor effective-
ness and the irregulsr variation of hinge moments. It
is desirable that this development be attempted be-
cause external ailerons give control beyond the stall,
and the rcaults may possibly show a method of im-
proving the lateral stnbility in this flight range.

3. The upper-surface aileron had rolling and yawing
characteristic similar to those of conventional ailerons
but required an excessively large ope~ating force.

4. The retractable aileron and the narrow-chord
aileron are both satisfactory for use with full-span
flaps. The retractable sileron has greater adaptability
than the narrow-chord aileron but necessitates a more
complicated installation. Neither device gives control
above the stall.

6. The tests have shown the de&ability for de-
veloping a flap that CSRbe operated easily and quickly.

LANGLEY MEMOEIAL AERONAUTICAL LABORATORY,
NATIONAL ADVISORY COMMI~EE FOR AERONAUTICS,

LANGLEY FIELD, VA., November 7, 19S4.
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